PROGIENE ACID CLEANER

dairy hygiene

CLEANLINE ABW

High strength nitric acid based circulation Product application:

cleaner for the removal and prevention of 1. After milking rinse milking equipment with cold water using at least 10 litres
scale deposits in milking equipment and per unit.

bulk tanks. 2. Make a 0.5% solution at the rate of 500ml to 100 litres water at 80°C, using
at least 10 litres water per unit.

3. Circulate solution for between 7 and 10 minutes or until the water

Product benefits:
PHUE@E e temperature drops to 54°C.

+ Versatile application - circulation cleaning or ABW
cleaning

+ High levels of surfactants to remove tough deposits
+ Suitable for hard water areas

: 4. Run to waste.
‘ Q 5. Rinse with clean cold water using at least 10 litres per unit.
6. May also be used in cold water at the rate of 500ml to 100 litres water.

Ordering information:
> 6154 - 25 litre
*  6155-200 litre

Shelf life:
1 year from date of manufacture

Storage instructions:
Store between 0°C to 25°C.
Keep out of direct sunlight.

Progiene is a brand name of

EE TEX For help or advice, call: 0808 178 1010, email: info@progiene-dairy.com, www.progiene-dairy.com

A division of Rumenco

Unit 2A, Hoo Marina Industrial Estate, Vicarage Lane, Hoo, Kent ME3 9LB




